Nuclear Regulatory Commission

§71.23 General license: Plutonium-be-
ryllium special form material.

(a) A general license is issued to any
licensee of the Commission to trans-
port fissile material in the form of plu-
tonium-beryllium (Pu-Be) special form
sealed sources, or to deliver Pu-Be
sealed sources to a carrier for trans-
port, if the material is shipped in ac-
cordance with this section. This mate-
rial need not be contained in a package
which meets the standards of subparts
E and F of this part; however, the ma-
terial must be contained in a Type A
package. The Type A package must
also meet the DOT requirements of 49
CFR 173.417(a).

(b) The general license applies only
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part.

(c) The general license applies only
when a package’s contents:

CSI=10

grams of **’Pu + grams of **'Pu )
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(1) Contain no more than a Type A
quantity of radioactive material; and

(2) Contain less than 1000 g of pluto-
nium, provided that: plutonium-239,
plutonium-241, or any combination of
these radionuclides, constitutes less
than 240 g of the total quantity of plu-
tonium in the package.

(d) The general license applies only
to packages labeled with a CSI which:

(1) Has been determined in accord-
ance with paragraph (e) of this section;

(2) Has a value less than or equal to
100; and

(3) For a shipment of multiple pack-
ages containing Pu-Be sealed sources,
the sum of the CSIs must be less than
or equal to 50 (for shipment on a non-
exclusive use conveyance) and less
than or equal to 100 (for shipment on
an exclusive use conveyance).

(e)(1) The value for the CSI must be
greater than or equal to the number
calculated by the following equation:

(2) The calculated CSI must be round-
ed up to the first decimal place.

[69 FR 3786, Jan. 26, 2004; 69 FR 58038, Sept.
29, 2004]

§§71.24-71.25 [Reserved]

Subpart D—Application for
Package Approval

§71.31 Contents of application.

(a) An application for an approval
under this part must include, for each
proposed packaging design, the fol-
lowing information:

(1) A package description as required
by §71.33;

(2) A package evaluation as required
by §71.35; and

(3) A quality assurance program de-
scription, as required by §71.37, or a
reference to a previously approved
quality assurance program.

(b) Except as provided in §71.13, an
application for modification of a pack-
age design, whether for modification of

; and
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the packaging or authorized contents,
must include sufficient information to
demonstrate that the proposed design
satisfies the package standards in ef-
fect at the time the application is filed.

(c) The applicant shall identify any
established codes and standards pro-
posed for use in package design, fab-
rication, assembly, testing, mainte-
nance, and use. In the absence of any
codes and standards, the applicant
shall describe and justify the basis and
rationale used to formulate the pack-
age quality assurance program.

§71.33 Package description.

The application must include a de-
scription of the proposed package in
sufficient detail to identify the pack-
age accurately and provide a sufficient
basis for evaluation of the package.
The description must include—

(a) With respect to the packaging—

(1) Classification as Type B(U), Type
B(M), or fissile material packaging;

(2) Gross weight;

(3) Model number;
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